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Socket Dowel with cross hole
Use
• Fastener with cross hole for structural applications
• Load is introduced via additional retention reinforcement,  

which is threaded through the cross hole

Your advantages
• Cost-effective fasteners
• Different load angles possible
• Large selection of common thread sizes

Component recommendation

Bench consoles Installation brackets

Garden fences Flower troughs

Socket Dowel with cross hole – galvanized steel
Ref. no. T pe T rea

size
Dimensions Packing

unit
eig t 

approx.

 
[mm]

a 
[mm]

e 
[mm]

g 
[mm]

 
[pieces]

 
cs

186965 HDQ-ZN-6/40 M 6 40 20 6 6.0 500 0.70
118805 HDQ-ZN-8/40 M 8 40 20 8 8.1 500 0.84
118807 HDQ-ZN-8/50 M 8 50 25 8 8.1 500 1.10
118819 HDQ-ZN-10/50 M 10 50 20 10 6.2 500 2.00
118832 HDQ-ZN-12/60 M 12 60 23 12 7.2 400 4.00
179609 HDQ-ZN-12/70 M 12 70 30 12 7.2 400 5.00
118855 HDQ-ZN-16/70 M 16 70 25 16 9.2 200 9.15
118857 HDQ-ZN-16/80 M 16 80 25 16 12.2 200 10.20
118859 HDQ-ZN-16/100 M 16 100 32 16 9.2 100 13.40
186968 HDQ-ZN-16/120 M 16 120 45 16 12.2 100 15.70
179600 HDQ-ZN-20/100 M 20 100 40 20 12.2 100 17.00
179601 HDQ-ZN-20/120 M 20 120 40 20 14.2 100 21.00
179612 HDQ-ZN-24/120 M 24 120 50 24 14.2 50 33.30
209489 HDQ-ZN-30/150 M 30 150 70 30 15.2 25 55.00

Socket Dowel with cross hole – stainless steel
Ref. no. T pe T rea

size
Dimensions Packing

unit
eig t 

approx.

 
[mm]

a 
[mm]

e 
[mm]

g 
[mm]

 
[pieces]

 
cs

118808 HDQ-VA-8/50 M  8 50 25 8 8.1 200 1.10
179607 HDQ-VA-10/50 M 10 50 20 10 6.2 100 2.00
179610 HDQ-VA-12/60 M 12 60 23 12 7.2 100 4.26
118867 HDQ-VA-16/80 M 16 80 25 16 12.2 100 10.00
118884 HDQ-VA-20/100 M 20 100 40 20 12.2 75 17.00


